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What are Nautical Charts? 

 

Nautical charts are a fundamental tool of marine navigation.  They show 
water depths, obstructions, buoys, other aids to navigation, and much 
more.  The information is shown in a way that promotes safe and 
efficient navigation.  Chart carriage is mandatory on the commercial 
ships that carry America’s commerce.  They are also used on every Navy 
and Coast Guard ship, fishing and passenger vessels, and are widely 
carried by recreational boaters. 

 

What is a BookletChart? 
 

This BookletChart is made to help recreational boaters locate 
themselves on the water.  It has been reduced in scale for convenience, 
but otherwise contains all the information of the full-scale nautical 
chart.  The bar scales have also been reduced, and are accurate when 
used to measure distances in this BookletChart.  See the Note at the 
bottom of page 5 for the reduction in scale applied to this chart. 

 

Whenever possible, use the official, full scale NOAA nautical chart for 
navigation.  Nautical chart sales agents are listed on the Internet at  
http://www.NauticalCharts.NOAA.gov.   

 

This BookletChart does NOT fulfill chart carriage requirements for 
regulated commercial vessels under Titles 33 and 44 of the Code of 
Federal Regulations. 

 

Notice to Mariners Correction Status 
 

This BookletChart has been updated for chart corrections published in 
the U.S. Coast Guard Local Notice to Mariners, the National Geospatial 
Intelligence Agency Weekly Notice to Mariners, and, where applicable, 
the Canadian Coast Guard Notice to Mariners.  Additional chart 
corrections have been made by NOAA in advance of their publication in 
a Notice to Mariners.  The last Notices to Mariners applied to this chart 
are listed in the Note at the bottom of page 7.  Coast Pilot excerpts are 
not being corrected. 
 
For latest Coast Pilot excerpt visit the Office of Coast Survey website at 
http://www.nauticalcharts.noaa.gov/nsd/searchbychart.php?chart=113
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[Coast Pilot 5, Chapter 10 & 12 excerpts] 
Texas City, on the W side of Galveston Bay 
about 7 miles NW from Galveston, is a 
privately owned port of considerable 
commercial importance. It has extensive 
foreign and coastwise trade in petroleum, 
chemicals, fertilizer, and tin ore. 
Commodities handled through the port 
include shell, rice, wheat, flour, molasses, 
hides, synthetic rubber, naval stores, 
textiles, lumber, wood pulp paper 
products, petroleum products, steel 

products, salt, aluminum, zinc, copper, and tin ores, machinery, coal tar 
products, sulfuric acid, industrial chemicals, scrap iron, and fertilizer. A 
23-foot storm levee has been constructed around the city. 

Trinity Bay is a large body of water NE of the upper part of Galveston 
Bay. Depths in the bay proper range from 5 to 9 feet. Extensive oil-
drilling operations are in progress in the Red Fish Bar, Cedar Point, and 
Trinity Bay areas. Numerous oil well structures and derricks are visible to 
the E of the Houston Ship Channel. The derricks are moved as soon as 
wells are brought in or abandoned. Numerous pipes, piles, and 
abandoned oil wells which constitute a menace to navigation are in the 
N and W part of the bay between Trinity River and Umbrella Point. 
Trinity River is one of the largest rivers in Texas and empties into the NE 
end of Trinity Bay. Entrance to the river is through Anahuac Channel and 
Browns Pass, and not through Trinity River Channel. 
Vessel Traffic Service Houston–Galveston became mandatory 13 
October 1994.  
Detailed information on VTS Houston/Galveston's operating 
requirements, designated frequencies, precautionary areas, and 
mandatory reporting points can be found in CFR Chapter 2 Part 161 
Vessel Traffic Management, tables 161.12, 161.35(b), and 161.35(c).  
Mariners should obtain the latest edition of the U.S. Coast Guard's 
Houston/Galveston Vessel Traffic Service User’s Manual, available from 
the Commanding Officer, U.S. Coast Guard Vessel Traffic  Houston/ 
Galveston, 9640 Clinton Drive, Houston, TX 77029. Website: 
www.uscg.mil/VTSHouston 
Anchorages.–Vessels may anchor off the bar in the Galveston Entrance 
Anchorages just inshore of the intersection of the Galveston Safety 
Fairway with the Coastwise Fairway. (See 166.100 through 166.200, 
chapter 2, for limits and regulations.) 
Small craft anchoring in the designated areas should find the shoaler 
water so as to leave the deeper areas clear for larger vessels.  
Dangers.–A considerable number of unmarked dangerous wrecks exist 
in the approaches to Galveston Bay Entrance. A spoil bank is S of the 
Outer Bar Channel, and an extensive shoal area is S of the channel 
between the jetties. Heald Bank and the offshore oil well structures are 
the principal hazards.   
 Vessels navigating in the Houston Ship Channel from Bolivar Roads to 
Morgans Point are cautioned about the heavy breakers which result 
from the bow wakes of tankers and other large merchant vessels in the 
channel. 
Dangers.–Texas City Channel–A sunken wreck covered 10 feet is off the 
entrance to North Slip. 
The channel from Galveston Bay to Clear Lake is reported to be highly 
congested with light commercial and pleasure-craft traffic, especially on 
weekends; a speed limit of 5 miles per hour is posted. 
The Coast Guard advises vessels exercise particular caution where the 
channel intersects the Intracoastal Waterway, about 6.6 miles above the 
entrance jetties and just below Lighted Buoys 25 and 26.  Situations 
resulting in collisions, groundings, and close quarters passing have been 
reported by both shallow and deep-draft vessels. The Coast Guard has 
requested vessels make a SECURITE call on VHF-FM channel 13 prior to 
crossing the Intracoastal Waterway, particularly during periods of 
restricted visibility. 
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VHF Marine Radio channels for use on the 
waterways:
Channel 6 – Inter-ship safety communications.
Channel 9 – Communications between boats and 
ship-to-coast.
Channel 13 – Navigation purposes at bridges, locks, and 
harbors.
Channel 16 – Emergency, distress and safety calls to 
Coast Guard and others, and to initiate calls to other 

vessels. Contact the other vessel, agree to another channel, and then switch.
Channel 22A – Calls between the Coast Guard and the public. Severe weather 
warnings, hazards to navigation and safety warnings are broadcast here.
Channels 68, 69, 71, 72 and 78A – Recreational boat channels.

Getting and Giving Help — Signal other boaters using visual distress signals (flares, 
orange flag, lights, arm signals); whistles; horns; and on your VHF radio. You are 
required by law to help boaters in trouble. Respond to distress signals, but do not 
endanger yourself.

EMERGENCY INFORMATION

Distress Call Procedures

•  Make sure radio is on.
•  Select Channel 16.
•  Press/Hold the transmit button.
•  Clearly say: “MAYDAY, MAYDAY, MAYDAY.”
•  Also give: Vessel Name and/or Description; 
Position and/or Location; Nature of 
Emergency; Number of People on Board.
•  Release transmit button.
•  Wait for 10 seconds — If no response 
Repeat MAYDAY call.

HAVE ALL PERSONS PUT ON LIFE JACKETS!

This Booklet chart has been designed for duplex printing (printed on front and back of one sheet). If a duplex option 
is not available on your printer, you may print each sheet and arrange them back-to-back to allow for the proper 
layout when viewing.
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Quick References
Nautical chart related products and information - http://www.nauticalcharts.noaa.gov

Online chart viewer - http://www.nauticalcharts.noaa.gov/mcd/NOAAChartViewer.html

Report a chart discrepancy - http://ocsdata.ncd.noaa.gov/idrs/discrepancy.aspx

Chart and chart related inquiries and comments - http://ocsdata.ncd.noaa.gov/idrs/inquiry.aspx?frompage=ContactUs

Chart updates (LNM and NM corrections) - http://www.nauticalcharts.noaa.gov/mcd/updates/LNM_NM.html

Coast Pilot online - http://www.nauticalcharts.noaa.gov/nsd/cpdownload.htm

Tides and Currents - http://tidesandcurrents.noaa.gov

Marine Forecasts - http://www.nws.noaa.gov/om/marine/home.htm

National Data Buoy Center - http://www.ndbc.noaa.gov/

NowCoast web portal for coastal conditions - http://www.nowcoast.noaa.gov/

National Weather Service - http://www.weather.gov/

National Hurrican Center - http://www.nhc.noaa.gov/

Pacific Tsunami Warning Center - http://ptwc.weather.gov/

Contact Us - http://www.nauticalcharts.noaa.gov/staff/contact.htm

NOAA’s Office of Coast Survey	            The Nation’s Chartmaker

For the latest news from Coast Survey, follow @nauticalcharts

NOAA Weather Radio All Hazards (NWR) is a nationwide network of radio stations broadcasting continuous 
weather information directly from the nearest National Weather Service office. NWR broadcasts official Weather 
Service warnings, watches, forecasts and other hazard information 24 hours a day, 7 days a week. 
http://www.nws.noaa.gov/nwr/


